Carbon Monoxide & Natural Gas Alarm
Plug-in 120 Volt AC with Battery Backup

Model MCN400
Model MCN400B

Features
- Compact plug-in design
- Fast & easy installation
- Quick activation pull tab
- End-of-service life warning
- Single silence/test button
- 9 volt battery backup
- 3 LED colors

Benefits
- Covers only one outlet
- No wiring required
- Preserves battery life. Pre-installed battery is quickly activated
- Alarm signals when it is time for replacement (approximately 7 years from activation)
- In the unlikely event of a nuisance alarm, the silence feature quiets a non-hazardous alarm
- Provides continuous protection in the event of a power outage
- Display status of alarm, power, CO, and gas

Technical Specifications
- Sensor Type: Solid state, metal oxide
- Primary Power: 120 volt AC 60 Hz
- Battery Backup: 9 volt Energizer alkaline battery
- Audible Alarm: 85 dB at 10 feet
- Temperature Range: 0º F to 120º F (-18º C to 48º C)
- Humidity Range: 10% to 95% RH
- LED: 3 LED's: alarm, power, CO, gas & service
- Size: 4.38˝ x 1.55˝ x 2.50˝
- Warranty: 5 year limited

Regulatory Compliance:
- Intertek-ETL (UL 2034 & UL1484 US)
- Intertek-ETL (CSA 6-19.01) MCND401CN & MCN400CN
- California State Fire Marshal (CSFM)
- Housing and Urban Development (HUD)
- Federal Housing Authority (FHA)

Single Installation. Double Protection! This revolutionary NEW compact plug-in alarm is perfect for new or replacement installations. Dual Sensing Alarm — Provides Protection Against 2 Deadly Household Threats: Carbon Monoxide and Natural Gas (methane). Microprocessor intelligence is designed to eliminate nuisance alarms caused by non-hazardous sources.